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The DPP400W is a fast response Waterproof Pen Style Digital Pocket Test Thermometer, with 0.1° resolution. The 
DPP400W’s thermistor sensor is located in the Reduced Tip for accurate readings and a quick response time of less 
than 6 seconds.

Specifi cations

DPP400W Pen Style Digital Pocket Test  

• Temperature Range: -40° to 392°F / -40° to 200°C
• Accuracy: 
 ±2°F from 14° to 212°F, ±3°F Remainder of Range
 (±1°C from -10° to 100°C, ±1.5°C Remainder of Range)
• Resolution: Tenth Degree (0.1°) 
• LCD Display: 0.25” (6.4 mm) H x 0.8125” (20.6 mm) W 
• Waterproof
• With Anti-microbial Additive 
• Min / Max / Hold Modes
• 2.75” (70 mm) Stainless Steel Stem  
• Reduced tip for <6 Second Response Time
• Protective Sheath & Pocket Clip
• Auto Off after 10 Minutes
• Low Battery Indicator
• 1.5 V #LR44 Battery included
• CE Marked, NSF Listed
• Guaranteed Accurate for Life
• Lifetime Warranty
 LIFETIME WARRANTY INCLUDES CALIBRATION 
 ACCURACY: Any AfL designated instrument which  
 proves to measure temperatures out of the specifi ed 
 accuracy range or be defective in material or 
 workmanship will be replaced without charge upon  
 receipt of the unit prepaid. 

• Individual Clamshell Package Weight: 
 2.15 oz. (60.8 grams)
• Package Dimensions: 
 4.750” x 1.0” x 9.250” (12.6 x 2.54 x 23.5 cm)
• Package Cube: 0.03
• Six (6) per Shelf Box, 36 per Master Carton

.5625”
14 mm

No “Field” Adjusting of 
Calibration Settings

No Risk of Introducing 
Error into the Instrument

Reduced tip for
Delicate Products and

Quick <6 Second 
Response Time


