
The 9301P-OEM measures up to 30 channels of particle count data from 0.3 µm to 
25.0 µm with a flow rate of 0.1 CFM (2.83 LPM). The assembly is mounted on a 
plate for ease of integration. The unit includes a particle sensor, particle counter 
board, integrated vacuum pump and manifold with pre/post filters, real-time 
clock/calendar with battery backup, logging and data storage for up to 65,000 
sample records, communicates via UART and operates from 7-15 VDC.
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Features and BenefitsFeatures and Benefits
•  9301P-OEM:  Measures 0.3 µm to 25 µm
•  0.1 CFM (2.83 LPM) flow rate
•  Long life laser diode technology
•  Measures up to 30 channels of simultaneous data
•  Particle concentrations up to 15,000,000 Particles/ft³ @ 10% coincidence loss
•  Internal vacuum pump with manifold and pre/post filters
•
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3.41" x 4.89” x 1.57” (8.7 cm x 12.4 cm x 4.0 cm) includes inlet height 
13 oz.
65,000 sample records (rotating buffer) including particle count data and environmental data
1 second to 99 hours
7 - 15 VDC
41º to 104ºF (5º to 40ºC) / 20% to 95% non-condensing
32º to 122ºF (0º to 50ºC) / Up to 98% non-condensing
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